
Rubber washer

Plexiglass

Specific Bracket

Washer Ø 5

Nut Ø 5

Screw 8x45

Thickness

Teflon washer

Screw 5x12

NOTE: DON'T LOCK TOO MUCH TO AVOID POSSIBLE BROKEN OF PLEXIGLASS.

KIT WINDSHIELD
BMW R1200R

BR1300      

X1. PLEXIGLASS
X2. SPECIFIC BRACKET
X2. THICKNESS
X4. SCREW “ROUND HEAD” 5X12
X2. SCREW “ROUND HEAD” 8X45
X4. TEFLON WASHER
X4. LARGE X4. LARGE WASHER Ø 5
X4. RUBBER WASHER
X4. AUTOLOCK NUT Ø 5

MOUNTING PROCEDURE KIT



Rond. Gomma

Plexiglass

Staffa Specifica

Rondella Ø 5

Dado Ø 5

Brugola 8x45

Tornito

Rond. Teflon

Brugola 5x12

NOTE: NON SERRARE IN MODO ECCESSIVO ONDE EVITARE ROTTURE DEL PLEXIGLASS.

KIT CUPOLINO 
BMW R1200R

BR1300      

X1. PLEXIGLASS
X2. STAFFE SPECIFICHE
X2. TORNITI
X4. BRUGOLE “TESTA BOMBATA” 5X12
X2. BRUGOLE “TESTA BOMBATA” 8X45
X4. RONDELLE TEFLON
X4. RONDELLE Ø 5 LARGHEX4. RONDELLE Ø 5 LARGHE
X4. RONDELLE DI GOMMA
X4. DADI Ø 5 AUTOBLOCCANTI

ISTRUZIONI DI MONTAGGIO KIT


